tp-link

TP-Link Tapo C225 Tower IP-sikkerhedskamera Indendgrs 2560 x

1440 pixel Skrivebord

Maerke : TP-Link

Produktnavn : Tapo C225

Produktserie: Tapo

Produktkode: TAPO C225

TP-Link Tapo C225. Type: IP-sikkerhedskamera, Understgttet placering: Indenders,
Forbindelsesteknologi: Tradlgs. Monteringstype: Skrivebord, Produktfarve: Sort, Hvid, Formfaktor: Tower.
Synsfelt vinkel (FOV): 360°, Rotationsvinkel: 360°, Haeldningsvinkelomrade: 0 - 149°. Sensortype:
Stjernelys, Optisk sensorstgrrelse: 25,4 / 3 mm (1 / 3"), Effektiv sensoroplgsning: 1440 pixel. Fast

breendvidde: 4 mm

Praestation

Type *

Understgttet placering *
Forbindelsesteknologi *
Auto-sporing

Dag/nat funktion
Fjernbetjening visning
Indbygget lys
Certificering

Design

Formfaktor *
Monteringstype *
Produktfarve *

Kamera
Kamerapanorering kontrol
Kontrol af kamerahaeldning
Synsfelt vinkel (FOV)
Rotationsvinkel
Heeldningsvinkelomrade
Panoreringsomrade
Panoreringshastighed
Kamera lukker type
Billedsensor

Optisk sensorstarrelse
Effektiv sensoroplgsning

IP-sikkerhedskamera
Indendgrs

Tradlgs

v

v

v

v

CE, RCM, WEEE, EAC

Tower
Skrivebord
Sort, Hvid

v

v

360°

360°

0-149°

0-360°

120 grader i sekundet
Elektronisk

25,4/3mm(1/3")
1440 pixel

Netveerk
Wi-Fi-standarder
Bluetooth *
Lagring

Indbygget HDD *
Indbygget kortlaeser

Kompatible hukommelseskort

Maksimal stgrrelse pa
hukommelseskort

Porte & Graenseflader
DC-in-stik
Sikkerhed

Bevaegelsessensor (video)
Sikkerhedsalgoritmer
HTTPS -kryptering

Advarsel notifikationstype
Beskyttelse af privatlivets fred

Administrationsfunktioner

Knap til nulstilling
Fjernbetjent

Understgttelse af Smartphone-
fiernbetjening

Stremstyring

802.11b, 802.11g, Wi-Fi 4 (802.11n)

X

X
v
MicroSD (TransFlash)

512 GB

v
WPA, WPA2-PSK
v

Push meddelelse, Snapshot
advarselsmeddelelse

v
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Billedsensor

Sensortype *

Antal effektive pixels (HxV)
Linsesystem

Antal linser *

Maksimale bleenderdbning tal
Fast braendvidde

Nattesyn

Nattesyn *

LED type

Antal lysende LED

Infrared bglgeleengde

Video

Maksimal oplgsning *

Video komprimeringsformater
Understgttede videotilstande
Videooptagelse
Billedhastighed
Videostreaming

Lyd

Indbyggede hgjttaler(e)
Lydsystem

Indbygget mikrofon
Audiosporing

Netvaerk

Ethernet LAN *

Netvaerksstandarder

Understgttede netvaerksprotokoller

Wi-Fi *

Stjernelys
2560 x 1440 pixel

1,6
4 mm

2560 x 1440 pixel
H.264

1440p

v

15 fps

X

IEEE 802.11b, IEEE 802.119, |IEEE

802.11n

TCP/IP, DHCP, ICMP, DNS, NTP,
HTTPS, TCP, UDP, ONVIF

v

Stremstyring

Strgmkilde type *
Vekselstreamsindgangsspaending
Vekselstramsindgangsfrekvens
DC udgangsspaending
DC-udgangsstrem
Driftsbhetingelser
Driftstemperatur (T-T)
Opbevaringstemperatur (T-T)
Relativ luftfugtighed ved drift (H-H)
Relativ luftfugtighed ved
opbevaring (H-H)

Vaegt & starrelser

Hgjde

Diameter

Emballeringsdata
Pakkebredde

Pakkedybde

Pakkehgjde

Pakkevaegt

Bzeredygtighed

Overholdelse af baeredygtighed
Compliance-certifikater
Emballage indhold

Antal kameraer *

Skruer inkluderet

Monteringsskabelon

Emballageindhold

DC

100 - 240V
50 - 60 Hz
12

1A

0-40°C
-20-60 °C
10 - 90%

5-90%

112 mm
8cm

160 mm
190 mm
110 mm
500 g

RoHS

1
v
v

Tapo C225 Camera DC Power
Adapter Quick Start Guide Mounting
Screws Mounting Template Camera
Base
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Catalog Object Cloud

Disclaimer. The information published here (the "Information") is based on sources that can be considered reliable, typically the manufacturer, but
this Information is provided "AS IS" and without guarantee of correctness or completeness. The Information is only indicative and can be changed at
any time without notification. No rights can be based on the Information. Suppliers or aggregators of this Information do not accept any liability with
regard to the content of (web)pages and other documents, including its Information. The publisher of the Information can not be held liable for the
content of 3rd party websites that are linking this Information or are linked to from this Information. You as the User of the Information are solely
responsible for the choice and usage of this Information. You are not entitled to transfer, copy or otherwise multiply or distribute the Information. You
are obliged to follow the directions of the copyright owner(s) with regard to the use of the Information. Exclusively Dutch law is applicable. With
regard to price and stock data on the site, the publisher followed a number of starting points, which are not necessarily relevant for your private or
business circumstances. Therefore, the price and stock data are only indicative and are subject to changes. You are personally responsible for the
way you use and apply this information. As a user of the Information or sites or documents in which this Information is included, you will adhere to
standard fair use including avoidance of spamming, ripping, intellectual-property violations, privacy violations, and any other illegal activity.
Automated scraping, data mining, or harvesting for the purpose of training machine learning models, neural networks, or artificial intelligence
systems is strictly prohibited without a commercial license.
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